TRAP-ALERT

A NEWFREQUENCY Innovation

Animal Trap Solutions Using «e Trap-Alert&ystem

Wire Frame Live Traps Collarum! Canine Trap

Sensor and Magnet Solution - Brackets are used to attactSensor and Magnet Solution - Sensor is attached to the base
the sensor and magnets to trap and trap door. Works withof the trap. <e swing arm pulls the magnets up and away
most wire traps to monitor for door close events. from the sensor triggering the trap closed noti"cation.

Coontroller€ Exclusion Device Foot Hold Traps

Snap-Switch Solution - Can Monitor for multiple consecu-Sensor and Magnet Solution - Sensor is staked down and
tive open/close events. Paired with the website, this allowsagnet is on the bottom of the trap. Any movement of the
you to keep a running total of door-open events for the jokrap will trigger the trap closed noti"cation.




Tube Trap# Body-Grip Traps

Sensor and Magnet Solution - Sensor is attached to the sgnsor and Magnet Solution - Sensor and magnet are at-
of the trap. 'e swing arm pulls the magnets up and awaytached to the spring. 'e magnet is pulled away from the
from the sensor triggering the trap closed noti"cation.  sensor triggering the trap closed noti"cation

One-Way Exclusion Traps Rodent Traps

Snap-Switch Solution - Can Monitor for multiple consecu- Sensor and Magnet Solution - Monitors for trap closed
tive open/close events. Paired with the website, this alloves/ents to allow for faster removal and resets without the
you to keep a running total of door-open events for the jolunnecessary visits to empty traps.

Installation kits shown will be available for purchase soon through our distributor:

Wildlife Control Supplies

P.O. Box 538, East Granby, CT 06026
Order Toll Free: 877-684-7262

24 Hour Fax: 860-413-9831
www.wildlifecontrolsupplies.com




